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Battery Terminal Protector, 7.5 Wt Oz
Part Number: 03175

Product Description Soft, dry, lead-free protective coating that keeps
moisture, salts and road grime from corroding metal
contacts. Prevents corrosion-related leakage. Red color
provides easy visual inspection.

Applications Battery posts, terminals, hold-downs and casings used in
vehicles, boats, handling equipment and uninterrupted
power supplies (UPS), and used for computer, security
and emergency back-up systems.

Unit Package Description 12 Ounce Aerosol

Brand CRC

Generic Description 1 Battery Terminal Protector

Net Fill 7.5 Wt Oz

UPC Code 078254031750

Unit Dimensions 6.25H x 2.63W x 2.63D in

Units Per Case 12

Case Dimensions 6.7H x 8.3W x 11.1D in

Cases Per Pallet 171

Case Weight 9 lbs

I 2 of 5 Code 30078254031751

Appearance Dark Red Viscous Liquid

Flash point (F) <0°F

Flash point (C) <-18°C

Flammability Class - CPSC Extremely Flammable

Spec Gravity Concentrate 0.727

Film Type Soft, Visible, Viscous

Plastic Safe Yes

Propellant Hydrocarbon

Aerosol Flammability Level III

DOT Proper Shipping Name Aerosols, Flammable, Limited Quantity

VOC % (Federal) 86.3
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VOC g/L (Federal) 627.4

VOC Lbs./Gal. (Federal) 5.23

VOC Category Not Regulated

Removal (How To) Remove with a degreaser or brake cleaner product.


